
HDMISW51HDMISW51

Input Ports HDMI x 5

Output Ports HDMI x 1

Input / Output Cable Length ≤5M (AWG26 HDMI Cable, Supports HDMI 2.0) /  
≤10M (AWG23 HDMI Cable, Supports HDMI 2.0)

Video Support 480i@60Hz, 480p@60Hz, 576i@50Hz, 576p@50Hz, 720p@50/60Hz, 
1080i@50/60Hz, 1080p@50/60Hz, 4K×2K@24/25/30/60Hz

Audio Support "Supports Standard Audio, DSD (Direct Stream  
Digital) & HD (HBR) Audio"

HDMI Version Supports HDMI 2.0, HDMI 1.4

HDCP Version Supports HDCP 2.2, HDCP 1.4

HDR Version Supports HDR-10

Video Format Supports 12 bit Full HD Video,  
3D Video & 4K&2K 30/60Hz Ultra HD Video

Control Supports IR Remote & SR232 Control

Maximum Transmission Rate 18Gbps 

TMDS Signal 0.7~1.2Vp-p

DDC Signal 5Vp-p

Housing Aluminum - Black

Dimensions (L ×W × H) 218 x 79 x 20.5mm (8.6" x 3.1" x 0.8")

Weight 420g (0.9lb)

Power Input 5 Volt DC

Power Requirement <5W

Operating Temperaure 0 ~ 60°C (32° ~ 140°F)

Weatherproof Rating Indoor Only

Certifications FCC, CE, RoHS
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SPECIFICATION HDMISW51SPECIFICATION HDMISW51

FEATURES: 
 ♦ Switch Easily Between 5 HDMI Sources 

 ♦ Up to 4K UHD @ 60Hz Resolution

 ♦ Supports HDMI 2.0 / HDCP 2.2

 ♦ Supports HDR-10

 ♦ Supports IR & RS232 Control

 ♦ IR Remote Included

 ♦ Plug & Play Design

 ♦ 18 Gbps Transmission

 ♦ Includes Power Supply

 ♦ For Indoor Use Only

INCLUDED ACCESSORIES: 
1. 5 Volt DC / 1AMP Power Supply  
1. IR Remote (CR2025 Battery Included)
1. Users Manual

4K UHD/60Hz HDMI 2.0  Switcher - 5 Channel
Plug & Play - IR Remote - RS232 - Indoor Only
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